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BANNER VINYL PVC
Banner vinyl PVC is a tried and tested way to 

promote businesses of all shapes and sizes. With 
our experienced finishing department we can 

personalise banners to your specification.

There are a range of finishing options and frames 
available so your PVC banner can be used at any 

event.
Thickness/weight 440gsm
Maximum sizes  5m x 30m

• Hem & eyelets
• Pole Pockets
• Trimmed to bespoke 

shapes
• Single or double 

sided
• Wind slits

Finishing Options:

Solvent - UV
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PVC MESH
Due to the much lighter weight of mesh it is ideal 
for areas in high wind, whilst still maintaining a high 
quality print.

We can print PVC mesh and finish in the same style 
as a banner vinyl PVC, including hem, eyelet and 
pole pockets.

Thickness/weight 380gsm
Maximum sizes  5m x 30m

• Hem & eyelets
• Pole Pockets
• Trimmed to bespoke 

shapes
• Dowling Sewn in

Finishing Options:

Solvent - UV
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POLYESTER MESH
Polyester mesh is an even lighter alternative to 

PVC mesh which is still very effective and the dye 
sublimation process ensures bright colours and a 

long lasting print.

We can print polyester mesh and finish in the same 
style as a banner vinyl PVC, including hem, eyelet 

and pole pockets.
Thickness/weight 115gsm
Maximum sizes  1.5m x 10m

• Hem & eyelets
• Pole Pockets
• Trimmed to bespoke 

shapes
• Dowling Sewn in

Finishing Options:

Subllimation - Screen Print



5

FLAG
We sublimation print and finish our flags in-house, 
giving you a variety of finishing options based on 
your specifications and full colour print coverage.

All of our flags can be cut and sewn to fit existing flag 
poles / kits or they can be supplied with poles and 
bases.

Thickness/weight 115gsm
Maximum sizes  1.5m x 10m

*larger sizes with a discreet join

• Hem & eyelets
• Pole Pockets
• Trimmed to size
• Rope & Toggle
• Single or double 

sided

Finishing Options:

Subllimation - Screen Print
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DISPLAY POLYESTER
Dye sublimated in full colour, display polyester can 

be cut, sewn, overlocked and eyeletted to fit a range 
of different applications.

Display polyester is commonly used for tablecloths, 
backdrops and cushions.

Thickness/weight 190gsm
Maximum sizes  1.5m x 10m

*larger sizes with a discreet join

• Hem
• Pole Pockets
• Trimmed edges
• Dowling Sewn in

Finishing Options:

Subllimation - Screen Print
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SATIN POLYESTER
Satin polyester is a great material for fabric 
backdrops as it has a subtle metallic finish, and 
using dye sublimation we can produce full colour 
drops in multiple designs without expensive set up 
costs.

Satin polyester is often used for sashes, premium 
backdrops and tablecloths.
Thickness/weight 130gsm
Maximum sizes  1.5m x 10m

*larger sizes with a discreet join

• Hem
• Pole Pockets
• Trimmed edges
• Dowling Sewn in
• Hemmed into sashes

Finishing Options:

Subllimation - Screen Print
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SUEDE POLYESTER
Suede polyester is a material that we primarily use 

for cushions and high end table cloths, but it can be 
used for a variety of applications such as exhibition 

graphics and shop fittings.

Thickness/weight 250gsm
Maximum sizes  1.5m x 10m

*larger sizes with a discreet join

• Hem
• Pole Pockets
• Trimmed edges
• Dowling Sewn in
• Sewn into a cushion

Finishing Options:

Subllimation - Screen Print
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MAGNET
Magnetic signs are ideal for removable signage for 
vans and cars. They can be easily taken off without 
damaging the paintwork on the car.

Thickness/weight 0.6mm - 0.85mm
Maximum sizes  1.2m x 5m

• Cut to shape
Finishing Options:

Solvent - UV
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SIGN VINYL
Sign vinyl can be used for internal and external 

window displays with simple designs. Using pre-
coloured vinyl gives the flexibility to offer a variety of 

bright, bold colours for short term adverts.

Thickness/weight 70 - 75 micron
Maximum sizes  1.5m x 5m

• Cut to custom 
shapes

• Front cut / reverse 
cut

• Supplied with 
application tape

Finishing Options:

CNC Cut
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STICKER VINYL
Sticker vinyl can be used to dress shop windows, as 
car graphics, giveaway promotions at exhibitions, 
packaging labels and to refresh existing signage.

Thickness/weight 100 micron
  *other thicknesses  

available
Maximum sizes  1.5m x 10m

• Cut to custom 
shapes

• Kiss Cut
• Throughcut to sheets
• Supplied with 

mounting film

Finishing Options:

Solvent - UV
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SELF CLING
Self cling stickers (also know as static cling stickers) 

let you lay a print onto your window without the need 
for any adhesive. They can be full colour printed and 

cut to shape.

Thickness/weight 150 micron
Maximum sizes  1.3m x 1.5m

• White Background
• Clear Background
• Clear with Spot White
• Cut to shape

Finishing Options:

Solvent - UV



13DigimuraUV - Latex

300gsm Up to 1.2m wide
370 gsm                        Up to  2.4m wide

All conforming with EN 
15102:2007+A1:2011 with the 
relevant CE declaration of 
performance and a fire rating 
of EN 13501-1 B-s2,d0.

These high quality wallcoverings achieve both 
the requirements for domestic and contract 

environments.

• Full Colour Print
• Different finish options
• Printed from 1m²

WALLPAPER
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BACKLIT FABRIC
This material is designed to let light shine through 
which illuminates the graphic, resulting in an eye-
catching advert for any promotional campaign.

Thickness/weight  170gsm
Maximum size   3m x 10m

• Trimmed to size
• Silicon Sewed onto 

the edge

Finishing Options:

Sublimation



15

BLOCKOUT BLACK BACK FABRIC

Thickness/weight  230gsm
Maximum sizes   4.95m x 20m

Blockout black back fabric is a very popular material 
for exhibition builders because it has enough stretch 

(6-12%) to wrap around MDF and create large, 
seamless displays.

It can also be used in tension frames that need 
a blockout fabric or high quality backdrops with 

pockets and eyelets.

• Trimmed to size
• Silicon Sewed onto 

the edge
• Hem and eyelet

Finishing Options:

UV - Sublimation
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POSTER PRINTING
We stock 200gsm satin poster paper for same day 
rush jobs, and we can source a range of finishes to 
suit your requirements. Using our UV printer we can 
print up to 2.2m wide by 30m long on all posters.

All of our posters can be trimmed to standard 
a-sizes, decaux sizes and to fit bespoke frames.

Thickness/weight  200gsm
Maximum sizes   2.2m x 10m

• Laminated
• Cut to shape

Finishing Options:

Litho - Digital - Aqueous - UV
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MATT POLYPROP

Thickness/weight  120gsm
Maximum sizes   1.2m x 10m

Matt Polyprop is a smooth aqueous printed poster 
paper that can be used for internal and temporary 

outdoor posters. 

All of our matt polyprop posters can be trimmed to 
standard a-sizes, decaux sizes and to fit bespoke 

frames.

• Cut to shape
Finishing Options:

Aqueous
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SOFLAT

Thickness/weight 510gsm
Maximum sizes  2.2m x 3m

SoFlat is a smooth PVC with a blockout liner which 
makes it ideal for pull up banners and high end 
posters.

All of our SoFlat posters can be trimmed to standard 
a-sizes, decaux sizes and to fit bespoke frames.

• Cut to shape
Finishing Options:

Solvent - UV
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DURATRANS
We produce full colour, digitally printed posters to fit 
existing lightboxes, giving you the chance to easily 
change your graphics when you need to.

All of our Duratrans posters can be trimmed to 
standard a-sizes, decaux sizes and to fit bespoke 
frames.

Thickness/weight 285gsm
Maximum sizes  1.5m x 3m

• Cut to shape
Finishing Options:

Aqueous 
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WRAPPING PAPER
This custom printed wrapping paper is printed in full 
colour and is available in short runs – from 1 square 

metre. 
Because it is digitally printed there aren’t any 

expensive setup charges you can get with litho 
printing.

Thickness/weight 95gsm
Maximum size 1.5m x 10m

• Trimmed to size
Finishing Options:

Aqueous
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EVENT CARPET
Event carpet offers a way to temporarily brand an 

exhibition space from the floor up.

• Trimmed to size

Thickness/weight 300gsm 
Maximum size  3m x 10m

Finishing Options:

Sublimation
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FOAMEX
Foamex can be used for a range of applications, 
such as external signs for shops, graphics at 
exhibitions or even life size standees. Available in 
a variety of thicknesses, foamex is perfect for short 
term signage.

Thickness/weight 1mm (1000 micron)
  2mm (2000 micron)  

3mm (3000 micron)
  5mm (5000 micron) 

10mm (10000 micron)
Maximum sizes  1.5m x 3m

• Cut to shape
• Single and Double 

Side Printing
• Drill Holes
• Velcro
• Laminated

Finishing Options:

UV - Print and Mount SAV
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CORREX
Correx is a brand name for a fluted polypropylene 

sheet which is ideal for short term internal or external 
signage.

Commonly used for estate agents boards, correx is 
perfect for temporary signage on building sites, at 

fetes and at exhibitions.

Thickness/weight 3.5mm
4mm

  5.5mm
6mm

  8mm
Maximum sizes 1.5m x 

3m

• Cut and creased to 
shape

• Single and Double 
side Printing

• Drill Holes
• Velcro
• Dump Bins

Finishing Options:

UV
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DIBOND
Dibond is an ideal product for long term external 
signage as it can be printed in full colour, cut to 
shape and the solid core of the material ensures it’ll 
last outside.
Magnetic dibond is also available.

Thickness/weight 3mm - 5 mm
Maximum sizes  1.5m x 3m

• Cut to shape
• Single and Double 

side Printing
• Drill holes

Finishing Options:

UV - Print and Mount SAV
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CARDBOARD
Corrugated cardboard has a variety of applications 
including counter display units, temporary signage, 

FSDUs and standees.

• Single and Double 
Side Printing

• Cut and creased to 
shape

• Supplied with 
backstruts

Thickness/weight E-flute
  EB-flute
Maximum sizes  2.1m x 1.5m

Finishing Options:

UV 
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REBOARD
Reboard is the perfect material for creative print 
solutions because it can be full colour printed both 
sides and cut to shape to create display stands that 
easily slot into shape without the need for glue or 
tape.

Thickness/weight 10,000 micron (10mm)
  16,000 micron (16mm)
Maximum sizes  1.2m x 2.4m

• Cut to shape
• Holes drilled

Finishing Options:

UV


