
800mm Pull-Up Banner

Total area including bleed:
806(w) x 2156 (h) mm

Trimmed size: 
800(w) x 2150 (h) mm

Visible area:
800(w) x 2000 (h) mm

This template includes a 150 mm 
non-visible area in the roller 
mechanism at the bottom. The grey 
area at the top indicates the rail 
used to attach graphics.

General guidelines

- CMYK
- Convert Pantone colours to CMYK.
- Do not supply RGB images.
- Do not embed images, 
 supply them.
- Resolution must be 300 dpi at 
 100% of output size.
- All fonts must be converted
 to outlines.
- Please supply artwork as PDF
 or Illustrator EPS files.
- Bleed your artwork (as shown by the
 red keyline): 3mm top, left and
 right and at least 50mm into
 cartridge area.

850mm Pull-Up Banner

Total area including bleed:
806(w) x 2156 (h) mm

Trimmed size: 
800(w) x 2150 (h) mm

Visible area:
800(w) x 2000 (h) mm

This template includes a 150 mm 
non-visible area in the roller 
mechanism at the bottom. The grey 
area at the top indicates the rail 
used to attach graphics.

General guidelines

- CMYK
- Convert Pantone colours to CMYK.
- Do not supply RGB images.
- Do not embed images, 
 supply them.
- Resolution must be 300 dpi at 
 100% of output size.
- All fonts must be converted
 to outlines.
- Please supply artwork as PDF
 or Illustrator EPS files.
- Bleed your artwork (as shown by the
 red keyline): 3mm top, left and
 right and at least 50mm into
 cartridge area.

Desktop A4 Pull-Up Banner

Total area including bleed:
216(w) x 353 (h) mm

Trimmed size: 
210(w) x 347 (h) mm

Visible area:
210(w) x 297 (h) mm

This template includes a 50 mm 
non-visible area in the roller 
mechanism at the bottom. The grey 
area at the top indicates the rail 
used to attach graphics.

General guidelines

- CMYK
- Convert Pantone colours to CMYK.
- Do not supply RGB images.
- Do not embed images, 
 supply them.
- Resolution must be 300 dpi at 
 100% of output size.
- All fonts must be converted
 to outlines.
- Please supply artwork as PDF
 or Illustrator EPS files.
- Bleed your artwork (as shown by the
 red keyline): 3mm top, left and
 right and at least 50mm into
 cartridge area.




